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TOTAL OIL CONTENT CLASS 3
WATER CONTENT CLASS 4
SOLID IMPURITIES CLASS 3

QUALITY CLASS
STANDARD COMPRESSED AIR QUALITY ACCORDING TO ISO 8573  1
AIR PRESSURE IN SUPPLY LINE MIN.        7 BAR (102 PSI)
ZULEITUNG G2"
PRESSLUFTANSCHLUSS UEBER SCHLAUCH 1/2" (INNENDURCHMESSER 12,7MM)

PROTECTIVE CIRCUIT IS ONLY PERMISSIBLE IN COMBINATION
WITH AN ALL CURRENT SENSITIVE/SELECTIVE FI PROTECTIVE SWITCH

EARTHING RESISTANCE <3

ELECTRICAL GROUNDING POINT  MACHINE
FUNCTION NOT GUARANTEED WITHOUT PROPER
GROUNDING IN ACCORDANCE WITH LOCAL ELECTRICAL CODE.

REFERENCE LINE

BELASTUNG CA: 1,5N/MM²

NOR MADE ACCESSIBLE TO THIRD
PARTIES OR COMPETITORS

WITHOUT OUR PERMISSION THIS
DRAWING MUST NOT BE REPRODUCED
NOR DUPLICATED

CONCRETE QUALITY C25/30 XC1 CAPABLE OF BEARING PRESSURE AND TENSION
THICKNESS OF CONCRETE MIN. 200 MM 
EVENESS OF FLOOR: TOLERANCE =+/  10MM (+/  0.39")
GROUTING BY CUSTOMER OF THE MOUNTING PLATES WITH
CASTING COMPOUND RESISTANT TO SHRINKING AFTER
INSTALLATION
REPRESENTATION AND DIMENSIONING OF INSTALLATIONS PROVIDED
BY THE CUSTOMER AND MACHINES OF FOREIGN BRAND WITHOUT GUARANTEE
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NOMINAL CURRENT
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FLEXIBLER ANSCHLUSS D=160MM/6.30"

BY CUSTOMER

ABSAUG−ZULEITUNG D=250MM/9.84"
PNEUMATIC BLAST GATE TO BE PROVIDED BY
CUSTOMER ELEC. ACTIVATION BY HOLZMA
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PNEUMATIC BLAST GATE TO BE PROVIDED BY
CUSTOMER ELEC. ACTIVATION BY HOLZMA
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