
PROJECT:

CODE: NMD022

TYPE: NUMERIC CONTROLLED BEAM PANEL SAW

BRAND: SELCO

DESIGNER:

DATE: 25.05.2017
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Photocell with lightly beams at 400 and 900 mm.
from the ground. Put it al least 800 mm. from the
first moving device.

Fotocellula con fasci luminosi a 400 e 900 mm.
da terra. Posizionarla ad almeno 800 mm. dal
primo organo in movimento.

Control keyboard loading/unloading
with emergency button.

Pulsantiera di comando carico/scarico
con pulsante di emergenza.

Emergency button
Pulsante di emergenza
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Ø 200

Ø 100

Ø 150

1/2"

31 kWElectric inlet

Pneumatic inlet

Dust extraction hood

Dust extraction hood

Dust extraction hood

air aspiration requirement (m 3/h): 

3391 each conduct  Ø200 
1907 each conduct  Ø150 
1220 each conduct   Ø120 
850   each  cond uct  Ø100 

m in im um  f low  sp eed   =  30 m /sec 

THE FLOORING ON WHICH THE MACHINE HAS TO BE INSTALLED MUST HAVE THE 
FOLLOWING MIN. CHARACTERISTICS: 

• THICKNESS OF THE REINFORCED CONCRETE 300 mm. NO.2 METALLIC NETS
EQUIPPED WITH CYLINDRICAL BARS D. 10 mm, MUST BE DIPPED INSIDE THE
CONCRETE IN ORDER TO FORM MESHES 250 X 250 mm. THE FIRST NET MUST BE 
AT 30 mm. FROM THE SURFACE, THE SECOND AT 270 mm FROM THE SURFACE.

• THE MIN RESISTANCE OF THE CONCRETE MUST BE 25 N/mm2; 
• THE MAX ADMISSIBLE ERROR FOR THE GLIDE IS ’ 25 mm/m (NOT

ACCUMULABLE) 
• THE MAX ADMISSIBLE SLOPE OF THE FLOOR IS  5 mm/m (0,4 %).

FLOORING REQUIREMENTS: 

SECTION:  

A- conglomerate 

B- grid
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